TOP_OF MAIN

COPPER FLARE NUT
(SEE T703 OR T704)

CORPORATION STOP
(BALL TYPE)

BRONZE SERVICE SADDLE

EXISTING MAIN LINE

NOTES:

1.

FOR ALL 1" SERVICES USE JONES J979 DOUBLE
STRAP SADDLE WITH CORPORATION STOP (CC) THREAD.

FOR ALL 2" SERVICES USE JONES J979
DOUBLE STRAP SADDLE WITH IRON PIPE THREAD.

CORPORATION STOP SHALL BE INSTALLED ON THE MAIN DIRECTLY
OPPOSITE THE LOCATION OF THE METER.

MINIMUM DISTANCE BETWEEN TAPS OR CONNECTIONS SHALL BE 18
INCHES, AND A MINIMUM OF 18 INCHES FROM END OF PIPE.

(FOR DIST. BETWEEN SERVICE TAPS CHECK METER BOX DIMENSIONS
ON STD. T703 OR T704.)

FOR STEEL MAINS DELETE SERVICE SADDLE. A TAP NOZZLE SHALL
BE WELDED TO MAIN AND AN INSULATING BUSHING SHALL BE INSTALLED
BETWEEN THE TAP NOZZLE AND THE CORPORATION STOP.

ACCOMPANYING STD.'S T700 AND T703 OR T704.

COPPER SERVICE PIPE
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